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FILE NAME: Z\CITY OF TORRANCE\PARK CONTROLLER RETRO AND AUDITS\1-TITLE LEGEND AND DETAILS.DWG

SWEENEY + ASSOCIATES

FINISH GRADE IN TURF AREAS AND D.G. AREAS
JUMBO SIZE, RECTANGULAR, PLASTIC VALVE BOX WITH 6" BOX EXTENSION *
AND OVERLAPPING PLASTIC LID, HEAT BRAND "MCV" ONTO LID
T T T FINISHED GRADE sweeney + associates
I R R I A I N R E R F I |N SHRUB AREAS IRRIGATION DESIGN AND CONSULTING
Murrieta, California - Austin, Texas
COMBINATION MASTER CONTROL Ft Lauderdale, Florida
, VALVE/ FLOW SENSOR/ HYDROMETER)
11/2" MIPT ENDS
CITY OF TORRANCE C A — 24" WRE LOOPS AND
y 3M DBY-6 WATERPROOF
WIRE CONNECTORS
——PVC MAINLINE PIPE TO IRRIGATION
SHEET INDEX: SYSTEM AND REMOTE CONTROL
IRRIGATION MATERIAL LEGEND ;
SHEET 1 TITLE SHEET o-g\° = b
SYMBOL SHEET 2 ALTA LOMA PARK IRRIGATION PLAN ' BRICK SUPPORTS. 4 REQUIRED
Q T H F MANUFACT. MODEL NO. / DESCRIPTION GPM PSI RADIUS PR (TRL.) DETAIL SHEET 3-4 COLUMBIA PARK IRRIGATION PLAN . ’
SHEET 5 DE PORTOLA PARK IRRIGATION PLAN TN s CONTROL WIRES T6
o 0
M P.O.C. IRRIGATION POINT OF CONNECTION, VERIFY SIZE, LOCATION AND STATIC WATER PRESSURE IN FIELD N/A SHEET 6 DELTHORNE PARK IRRIGATION PLAN CONTROLLER, IN CONDUIT
SHEET 7 DESCANSO PARK IRRIGATION PLAN Ve MAINLINE FROM IF INDICATED IN LEGEND
% NETAFIM HYDROMETER MODEL LHMXTG1-MEL-NO MASTER CONTROL VALVE & FLOW METER, WIRE TO NEW CONTROLLER. REFER TO PLAN FOR SIZE. A SHEET 8 DISCOVERY PARK IRRIGATION PLAN BASKET STRAINER, USE
IF EXISTING MAINLINE IS LARGER THAN 3" CONTRACTOR SHALL CONTACT IRRIGATION CONSULTANT PRIOR TO INSTALLATION SHEET 9 EL NIDO PARK IRRIGATION PLAN SCH 80 PVC 45 DEGREE 3/4" CRUSHED GRAVEL, 4"
v 6-HM-RS-NO- ] ] DEPTH AS REQUIRED
V2 TUCOR HYDROMETER MODEL 3D-6-HM-RS-NO-X FLOW ASSEMBLY INCLUDES THE 3D-6, 3DSD-100 SENSOR DECODER, HYDROMETER WITH AB,C SHEET 11 EL RETIRO PARK IRRIGATION PLAN | ANDSCAPE FABRIC TO
SWITCH REGISTER / N.O. MASTER VALVE AND (2) PRE-PROGRAMMED 3DLD-050 DECODERS FOR MASTER AND SUPPORT VALVES SHEET 12 o GATIO SCH. 80 UNION (2 RE COVER BOTTOM AND ALL
REFER TO PLAN FOR SIZE. IF EXISTING MAINLINE IS LARGER THAN 3" CONTRACTOR SHALL CONTACT IRRIGATION CONSULTANT ENTRADERO PARK IRRIGATION PLAN ' (2REQ.) SIDES OF VALVE BOX
PRIOR TO INSTALLATION SHEET 13 GREENWOOD PARK IRRIGATION PLAN
SHEET 14 GUENSER PARK IRRIGATION PLAN
B EXISTING EXISTING REMOTE CONTROL VALVE TO BE CONVERTED TO A 2-WIRE DECODER VALVE E SHEET 15 HICKORY PARK IRRIGATION PLAN SECTION VIEW - N.T.S.
SHEET 16 KELLER MEMORIAL PARK IRRIGATION PLAN NOTE: O 17 ey & e b
WEATHERTRAK/  WTPRO3S-C-XX-CWM/CIM-PRO3C-1248-2Y-HSRSE-MC WEATHERTRAK ET PRO2 CONTROLLER, SIZE AS SHOWN, B SHEET 17 LA CARRETERA PARK IRRIGATION PLAN USE STANDARD OPENINGS PROVIDED IN PLASTIC VALVE BOX FOR PIPE, DO NOT CUT BOX.
HYDROSCAPE INSTALLED WITHIN STAINLESS STEEL ENCLOSURE WALL MOUNT ENCLOSURE. REFER TO IRRIGATION PLAN SHEETS FOR SHEET 18 LA PALOMA PARK IRRIGATION PLAN
CONTROLLER STATION COUNT. CONTACT ERIK ANDERSON AT HYDROSCAPE PRODUCTS TECHNICAL SERVICES 949-285-4048 SHEET 19 LA ROMERIA PARK IRRIGATION PLAN
BID ALTERNATE:  RAIN MASTER/ RF-EGPXXI-RME/1YR EAGLE i PLUS CONTROLLER WITH INTERNET COMMUNICATIONS CARD (i CENTRAL), SIZE AS SHOWN, B g:Eg 3? 9o LAGO SECO PARK IRRIGATION PLAN M A S T E R C O N T R O L VA L VE /
J.D.GT. INSTALLED WITHIN STAINLESS STEEL ENCLOSURE WALL MOUNT ENCLOSURE. REFER TO IRRIGATION PLAN SHEETS FOR SHEET 23' LAS CONCHAS PARK IRRIGATION PLAN F L O W S E N S O R /H YDR O ME T E R
CONTROLLER STATION COUNT. CONTACT JOHN ROSS AT JOHN DEERE GREEN TECH AT 714-585-9352 LOS ARBOLES PARK IRRIGATION PLAN
SHEET 24 McMASTER PARK IRRIGATION PLAN
SHEET 25 MIRAMAR PARK IRRIGATION PLAN
2 WEATHERTRAK/  HS16WTPRO3S-C-XX-S/CIM-PRO3C-1248-2Y-HSRSE-MC WEATHERTRAK ET PRO2 CONTROLLER, SIZE AS SHOWN, C SHEET 26 OSAGE PARK IRRIGATION PLAN STAINLESS STEEL UL
HYDROSCAPE INSTALLED WITHIN STAINLESS STEEL ENCLOSURE PEDESTAL ENCLOSURE. REFER TO IRRIGATION PLAN SHEETS FOR SHEET 27 PARADISE PARK IRRIGATION PLAN LISTED, PREDRILLED.
CONTROLLER STATION COUNT. CONTACT ERIK ANDERSON AT HYDROSCAPE PRODUCTS TECHNICAL SERVICES 949-285-4048 SHEET 28 PEQUENO PARK IRRIGATION PLAN CONTROLLER NE 3 REMOVABLE BACKBOARD
_ , ; _ _ SHEET 29 PUEBLO PARK IRRIGATION PLAN AN GFI POWER SWITCH
BID ALTERNATE:  RAIN MASTER RF6-RM2-XXI-RME/1YR EAGLE i PLUS CONTROLLER WITH INTERNET COMMUNICATIONS CARD (i CENTRAL), SIZE AS SHOWN, C SHEET 30 PUEBLO PARK REC IRRIGATION PLAN ol || AND RECEPTACLE
J.D.GT. INSTALLED WITHIN STAINLESS STEEL ENCLOSURE PEDESTAL ENCLOSURE. REFER TO IRRIGATION PLAN SHEETS FOR ) TUCOR 2-WIRE CONVERSION o)
CONTROLLER STATION COUNT. CONTACT JOHN ROSS AT JOHN DEERE GREEN TECH AT 714-585-9352 SHEET 31 RIVERA PARK IRRIGATION PLAN 4 BOX AS NEEDED —
- 28> SHEET 32 SEASIDE HEROES PARK IRRIGATION PLAN RenoTe controLvave N T NOTE: ALL NTERIOR CONDUITS —
SHEET 33 NNYGLEN PARK IRRIGATION PLAN > '
BID ALTERNATE: THE CONTROLLER ASSEMBLIES LISTED ABOVE ARE SPECIFIED WITH THREE (3) YEARS OF SERVICE. PROVIDE A BID ALTERNATE N/A SHEET 34 gBR LAGBREA PARK IRRIGGAT?ON PLAN WIRE CONNECTIONS AND J-BOXES SHALL BE STEEL <
FOR FOR EACH ASSEMBLY LISTED ABOVE FOR A SERVICE OPTION OF FIVE (5) YEARS AND ALSO A SERVICE OPTION FOR TEN (10) YEARS. ; |
®) (10) SHEET 35 TORRANCE PARK IRRIGATION PLAN en = o ol 1" CONDUIT AND SWEEP Ly L=
N/A 120 VOLT ELECTRICAL POWER, PROVIDED BY ELECTRICIAN, VERIFY ACTUAL LOCATION IN FIELD N/A SHEET 36 VICTOR PARK IRRIGATION PLAN T —1 0
' ’ SHEET 37 WALTERIA PARK IRRIGATION PLAN 1 ’:\f: 4 L L |_ — LLI
SHEET 38 WILSON PARK IRRIGATION PLAN BUILDING WALL i — 1" CONDUIT FOR RAIN SENSOR — AT
C—SNM— - AS APPROVED EXISTING MAINLINE SHOWN FOR REFERENCE ONLY, TO BE PROTECTED IN PLACE, REPAIR ANY DAMAGE DUE TO CONSTRUCTION N/A BY OTHERS H - 3" CONDUIT FOR RCV WIRES — Z D
CONTACTS: 34" STEEL I - 1" CONDUIT FOR MCV / FS WIRES
— — - CONDUIT TO all 48 - 11/4" CONDUIT FOR GROUND WIRE i LLI
— —_ AS APPROVED PVC PIPE SCH. 40 AS SLEEVING, 2.5 TIMES THE DIAMETER OF PIPE OR WIRE BUNDLE CARRIED D CLIENT RAIN SENSOR |11 |1 T [T ®N = @)
PLACE BELOW ALL PAVING, HARDSCAPE ETC. AND AS DIRECTED BY OWNER'S AUTHORIZED REPRESENTATIVE. [[' J U CONDUIT SUPPORTS, 12" O.C. =
ALL HARDSCAPE ON-SITE IS EXISTING. CONTRACTOR SHALL SAWCUT EXISTING PAVING AS NEEDED AND RETURN TO ORIGINAL CONDITION. ‘F’,VREQSE%F%'E—’EL T T o/ JUNCTION BOX. SIZE PER CONDUIT — LL
CUTTING OF RUBBERIZED PLAY SURFACES IS NOT ALLOWED. CITY OF TORRANCE Underaround Service Alert JUNCTIONBOX  HI|1 o ! L —
3031 TORRANCE BLVD. g [ i FLOOR OF BUILDING, BY OTHERS L
L1 /
— - .. —=)  PAIGE P7296D - (2)14 AWG/2C (4 WIRES TOTAL) IRRIGATION COMMUNICATION WIRE INSTALLED WITHIN 1" CONDUIT (U.L. APPROVED) AT 8" BELOW FINISHED D,E,F TORRANCE, CA 90503 Call: TOLL FREE TSN LT L AT ] NOTE: @
GRADE 12" BELOW PAVING. REVIEW WIRE PATH WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO TRENCHING. OWNER'S AUTHORIZED PH.310.781.7162 PVC R R L T T gETééL,\lﬁgg‘(VLSé ES\%'\IDTAVQE&
REPRESENTATIVE SHALL BE PRESENT DURING WIRE TRENCING PROCESS. FX. 310.781.7199 1-800 CONDUIT i | R P A T DR L PR
CONTACT: JOHN LANDIS AND SWEEP 7 VIEWEXAMPLE OF A WALL
: EXTEND CONDUIT A MIN. OF 12" PENETRATION. EACH CONDUIT
G————————=2 PAGE IRRIGATION CONTROL WIRE #14UF AWG DIRECT BURIAL (U.L. APPROVED) D,EF MICHAEL SIMONEAU 227-2600 %EFI%Q"ATCH FROM THE EDGE OF BUILDING REQUIRES A J-BOX ON THE
= INTERIOR AND EXTERIOR OF
SECTION VIEW - N.T.S. THE BUILDING.
NO SYMBOL 3M DBR/Y-6 DIRECT BURIAL WATER-PROOF WIRE CONNECTORS FOR USE ON ALL WIRE CONNECTIONS (U.L. APPROVED) F IRRIGATION CONSULTANT T —ry—— I
TWO WORKING DAYS BEFORE YOU DIG
NO SYMBOL TUCOR HCP-100 HAND HELD DECODER PROGRAMMER TO BE HANDED OVER TO CITY UPON COMPLETION OF MAINTENANCE PERIOD. N/A "CAUTION": Remember that the USA Center notifies only those utilities O
SWEENEY AND ASSOCIATAES belonging to the center. There could be other utilities present at the m
NO SYMBOL CARSON VALVE BOXES, SIZE PER EQUIPMENT LEGEND, WITH T-COVER LIDS AND CAPTIVE BOLT AND LOC-KIT. FOR ROUND FLUSH VALES N/A 321 N. RAMPART STREET, SUITE 209 | work site. The center will inform you of whom they will notify.
AND AIR RELIEF VALVES USE MODEL 708, 10" ROUND SHALL BE MODEL 910, 12" STANDARD RECT. SHALL BE MODEL 1419, 12" ORANGE, CA *92868 — — °© S
JUMBO RECT. SHALL BE MODEL 1220, SUPER JUMBO SHALL BE MODEL 1324, AND SUPER JUMBO XL SHALL BE MODEL 1730. PH. 714.938.0456 2 — 0 5 2
VALVE BOXES SHALL HAVE GREEN HDPE BODY AND GREEN LIDS IN TURF, GREEN LIDS IN SHRUB BEDS, AND TAN LIDS IN ROCK CONTACT: CHRIS CURRY C O N T @) L 2 ° 2:"
MULCH. FOR USE IN NON-VEHICULAR TRAFFIC SITUATIONS ONLY. DO NOT INSTALL IN CONCRETE OR ASPHALT. oo
ROLLER ENCLOSURE OOt 20
S Sy
_ DUAL HYDRAULIC PISTONS LEAVE A 1M (3) LENGTH OF WHEN USING AN DECODER, HEAT <L >F<
- - . N Y
[ = SLACK "TWO-WIRE PATH" IN BRAND "TW-D" ONTO THE VALVE BOX COVER LL] o
STAINLESS STEEL SUPPORT LID OPEN m o ™
FLIP TOP LID, SHOWN CONTROLLER ENCLOSURE EHOE\IEEéTﬁgNASU:r%V\éEgEW(ﬁ/%D LOW VOLTAGE WIRES, 3 MAXIMUN — m 32
IN OPEN POSITION D S an, > LN CLOSED: FROM BOX FOR MAINTENANGE TUCOR DECODER . WHERE INDICATED WIRES PASS THROUGH GROOVES IN = I ™=
ON THE DRAWINGS, ROUTE THE GROUND WIRE TUBE LID TO ALLOW LID TO CLOSE i 2,
TUCOR 2-WIRE CONVERSION TO A GROUNDING PLATE AS SHOWN =
CONTROLLER BOX AS NEEDED T PAVING CLOSE TUBE LID AFTER WIRE &) LL]
TERMINAL STRIP FOR e . | IS INSERTED INTO TUBE — O
STAINLESS STEEL L L \ O
16" WIDE TOP-ENTRY A REMOTE CONTROL VALVE _ — | ] |- L
/ WIRE CONNECTION - —| | |—| | |— -
CONTROLLER ENCLOSURE -l SAND BACKFILL COMPACTED el = BLUE . a
NEMA 3R RAINPROOF RATED - | | |_| | |_| POLY TUBE PRE-FILLED WITH @)
STAINLESS STEEL, U.L. LISTED, | B 11 TO THE DENSITY OF ) — [ p— RED BLACK WATERPROOF GEL o
PREDRILLED, REMOVABLE __ 5 |ﬁ| EXISTING SOIL — = f BLACK BLACK COLORED WIRE o
= : = T PAIR, CONNECT TO RCV
PANEL NOT SHOWN JToOE LATERAL LINES == I CONTROL WIRES LOCK TABS PREVENT WIRE REMOVAL
__: g |:| IN SCH 40 SLEEVE | = BLUE c ONCE CONNECTOR IS INSERTED REVISIONS
POWER SWITCH —| | |— —| ]2 CONTROL WIRES RED 3M DBY-6 WATERPROOF
AND RECEPTACLE ‘ - _| | |_| | |_ |_| | |:| IN SCH 40 SLEEVE WIRE CONNECTORS, SCOTCHLOK ELECTRICAL SPRING /A
1111 g AR UNDISTURBED SOIL - FOR ALL SPLICES (EXCEPT CONNECTOR. WIRES SHALL BE
| | | | | | | | | - | | | | | | FOR GROUND CONNECTION), PRE-STRIPPED OF 1/2" OF THE
NV _| | |_| | |_ o e e PRESSURE MAINLINE QUANTITY AS REQUIRED. INSULATION PRIOR TO INSERTION
D = MI_!';, ?-5"7? | PREFORMED ALUMINIUM PAD == || | || | || | || IN SCH 40 SLEEVE || INTO THE CONNECTIOR. TWIST
GRADE gy <EEERS RS — | |— Y. d 7 | | |— CONNECTOR ONTO WIRES TO
2| = e BEER R TRONGBOX QUICKPAD A 44 ? ’ \
o secor— =g ENCLOSURE NOUNTIG i TR ] st tose o oo b O P03 CLARTS S
UCKEASITY T B MR T PR ORMED ALINIUN T T T T T [l [ [ TWCE THe oberer o e SCOTCHLOK CONNECTOR AND WIRES
| R BUNDLE CARRIED. g e Gyl REQUIREMENTS CONNECTOR PASSES LOCK TABS
11/4" PVC CONDUIT/SWEEP R e APPROVED cc
SOMPACTED FOR COMMUNICATION CABLE S o e DETAIL ALSO FOR PIPE |
1 1/4" PVC CONDUIT/ | 3" PVC CONDUIT/SWEEP FOR TO THE GROUNDING PLATE, WIRE CONNECTOR SHALL BE A 3M DBR/Y-6 DIRECT BURY SPLICE KIT (U.L. APPROVED). JOB NO. COT-002
SERVICE AN 1 1/4" PVC CONDUIT / SECTION VIEW - N.T.S. KIT SHALL INCLUDE A SCOTCHLOK Y SPRING CONNECTOR, A POLYPROPYLENE TUBE AND A DATE 04-08-2013 5
1" PVC CONDUITISWEEP SWEEP FOR GROUND WIRE 1 12" TO 6" IN SIZE a6 | 120 | o4v | 40 NOTE. Y —y—— TWO-WIRE PATH, WITH WATERPROOF SEALING GEL. TUBE SHALL BE SUPPLIED PREFILLED WITH GEL. o -
DIRECT BURY SPLICE KIT SHALL BE USED TO ELECTRICALLY CONNECT 2 - 3#14 OR
'1:? IEVETC%/?\IGDEUmE\EVSEgE REQ) 1" PVC CONDUIT/SWEEP FOR SEE DRAWINGS AND LEGEND FOR DECODER TYPE REQUIRED FOR EACH RCV. IJ? ggg&ﬁ{ﬁ%%f@ggﬁg 2 #12 PRE-STRIPPED COPPER WIRES. LARGER WIRES OR GREATER QUANTITIES OF
FOR TELEPHONE UNE UF REQ) SECTION VIEW . NTS. FLOW SENSOR/MCV WIRES (IF REQ.) NOTE: SEE LEGEND FOR "TWO-WIRE PATH" WIRE AND JACKET SPECIFICATION. WIRES SHALL REQUIRE A LARGER APPROVED WIRE CONNECTION.
: NO SAW CUTTING THROUGH ANY RUBBERIZED SURFACES. ; ;
SEE LEGEND FOR CONDUIT REQUIREMENTS FOR THE "TWO-WIRE PATH". SECTION VIEW - N.T.S.
SHEET OF 38
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FILE NAME:

CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION

CONTROLLER LOCATION,;
REFER TO NOTE 'B' AT RIGHT

IRRIGATION PLAN

SCALE: 1" =16'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM OF
FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING WORK. IF
ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND TO BE
DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE FIELD,
IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

CONTROLLER SHALL BE A 24 STATION CONTROLLER INSTALLED IN A STAINLESS STEEL
WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL #). FINAL
LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

‘¥a3so13aa /
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VERDES DR,

VICINITY MAP
SCALE: N.T.S.

sweeney + associates

IRRIGATION DESIGN AND CONSULTING

38730 Sky Canyon Drive, Suite C

Murrieta, Ca 92563

e: info@sweeneyassoc.com|t: (951) 461-6830
w: www.sweeneyassoc.com|f: (951) 461-6850

sweeney + associates

IRRIGATION DESIGN AND CONSULTING
Murrieta, California - Austin, Texas
Ft. Lauderdale, Florida

IRRIGATION
PLAN
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NOTE 1:
EXISTING SOLAR CONTROLLER 1 L
TO BE REMOVED. RUN 8 i 4 .
CONTROL WIRES AND ONE W - 1 e T }
CONTROLLER 'A' TO THIS REFER TO NOTE 'A' BELOW RIGHT i ; | : . T L | ! .i‘!.i‘i?o’l".;ﬁ’s.gajfi‘i?f&i
LOCATION. DISCONNECT o L ’ S i Murrieta, California - Austin, Texas
EXISTING CONTROL WIRES WIRE HYDROMETER TO NEAREST | gy Ft. Lauderdale, Florida
FROM EXISTING CONTROLLER EXISTING REMOTE CONTROL | I :
AND CONNECT TO NEW WIRES VALVE (RCV) PER
FROM CONTROLLER 'A' FOR MANUFACTURERS
THE CONTINUED USE OF RECOMMENDATIONS. FIELD
EXISTING IRRIGATION VERIFY ACTUAL RCV LOCATION;
CONTROL VALVES. INSTALL REFER TO LEGEND T '_ — CONTROLLER "A" LOCAT|ON;
WIRE CONNECTIONS WITHIN A ' REFER TO NOTE 'B' BELOW i - .
10" ROUND SPLICE BOX. i | I L ] CONTROLLERS "D" & "E"
CONTROLLER "B" LOCATION; LOCATION;
REFER TO NOTE 'B' BELOW REFER TO NOTE 'B' BELOW

IRRIGATION CONTROL WIRE RUN;
REFER TO NOTE 1 AT LEFT

CONTROLLER "C" LOCATION,;
REFER TO NOTE 'B' BELOW

CONTRACTOR MUST STAY OFF
RENOVATED SOCCER FIELDS - TYPICAL
S

IRRIGATION CONTROL WIRE RUN;
REFER TO NOTE 4 BELOW

IRRIGATION

CONTRACTOR MUST STAY OFF
RENOVATED SOCCER FIELDS - TYPICAL.

SHEET TITLE:
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NOTE 4:

EXISTING CONTROLLER TO BE
REMOVED. RUN 36 CONTROL
WIRES AND ONE COMMON WIRE
FROM NEW CONTROLLER 'B' TO
THIS LOCATION. DISCONNECT
EXISTING CONTROL WIRES FROM
EXISTING CONTROLLER AND

NOTE 2:
EXISTING SOLAR CONTROLLER

|
I;gﬁTERFéELMv(\Z\F/zEE%E#g gNE CONNECT TO NEW WIRES FROM
' CONTROLLER 'B' FOR THE

. COMMON WIRIIE ":ROM NEW IRRIGATION CONTROL WIRE RUN; CONTINUED USE OF EXISTING
CONTROLLER 'A'TO THIS REFER TO NOTE 3 BELOW IRRIGATION CONTROL VALVES.

LOCATION. DISCONNECT INSTALL WIRE CONNECTIONS

EXISTING CONTROL WIRES "
FROM EXISTING CONTROLLER WITHIN A 10" ROUND SPLICE BOX.

AND CONNECT TO NEW WIRES
FROM CONTROLLER 'A' FOR
THE CONTINUED USE OF
EXISTING IRRIGATION
CONTROL VALVES. INSTALL
WIRE CONNECTIONS WITHIN A
10" ROUND SPLICE BOX. _ -
' [ _ ' NOTE 3:
EXISTING SOLAR CONTROLLER
TO BE REMOVED. RUN 6
CONTROL WIRES AND ONE
COMMON WIRE FROM NEW
CONTROLLER 'B' TO THIS
= B LOCATION. DISCONNECT | _
& , ; EXISTING CONTROL WIRES
e li!'l ot ' FROM EXISTING CONTROLLER
E; ! AND CONNECT TO NEW WIRES
H . H Lﬁ__ FROM CONTROLLER 'B' FOR . . REVISIONS
SRR B - THE CONTINUED USE OF ' /A
, EXISTING IRRIGATION
CONTROL VALVES. INSTALL
WIRE CONNECTIONS WITHIN A
10" ROUND SPLICE BOX.

-COLUMBIA PARK_IRRIGATION PLAN.DWG
City of Torrance
4045 190th Street
TORRANCE, CA 90504

COLUMBIA PARK

PROJECT\CLIENT:
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3 - e J ==

A - -
o b s - . —_———
— - W | — s
SIS - » : . . - : . ; APPROVED cc g
— © L

PLOT DATE 04-26-2013 0

NOTE B: NOTE C: JOB NO. COT-002
POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE OWNER'S ~ COLUMBIA PARK HAS A COPPER MESH GROUNDING SYSTEM THROUGHOUT THE ENTIRE IRRIGATION PLAN
CONNECTION. HYDROMETER SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM  AUTHORIZED REPRESENTATIVE. CONTRACTOR SHALL REMOVE THE FOUR EXISTING WEST SIDE OF THE PARK. CONTRACTOR SHALL CONTACT CBS FOR INFORMATION AND SCALE: 1/64" = 1-0" e
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING  CONTROLLERS SOLAR CONTROLLERS AT THE LOCATIONS SHOWN ON THE PLAN AND INSTRUCTIONS REGARDING TRENCHING/BORING AT THE WEST SIDE OF THE PARK. CONTRACTOR SHALL FIELD VERIEY ALL SCALE SEE PLAN
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND  TURN OVER THE CITY. NEW CONTROLLERS "A & B" SHALL BE A 48 STATION MEASUREMENTS AND EXISTING
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE CONTROLLERS INSTALLED IN STAINLESS STEEL PEDESTAL ENCLOSURES (SEE LEGEND CONDITIONS PRIOR TO BIDDING
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION FOR MODEL #). CONTROLLER "C" SHALL BE A NEW 24 STATION CONTROLLER INSTALLED
CONSULTANT. IN A STAINLESS STEEL PEDESTAL ENCLOSURE. CONTRACTOR SHALL ALSO REMOVE . G O
THE FOUR (4) EXISTING CONTROLLERS WITHIN THE BUILDING AND REPLACE WITH NEW suweeney + assOocCl ates l RRI ATI N
CONTROLLERS "D & E". CONTROLLERS "D & E" SHALL BE NEW 48 STATION IRRIGATION DESIGN AND CONSULTING PLAN
CONTROLLERS INSTALLED IN A STAINLESS STEEL WALL MOUNTED ENCLOSURES WITHIN 6 38730 Sky Canyon Drive, Suite €

DATE 04-26-2013

BUILDING (SEE LEGEND FOR MODEL #). FINAL LOCATION OF CONTROLLER AND . Murrieta, Ca 92563
ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE ol info® iﬁiﬁﬁiziiiﬁﬁjﬁzﬁff; 29511 ne1-t8e0
PRIOR TO STARTING WORK.
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FILE NAME:

MATCHLINE SEE SHEET 3

| WIR-E HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL
VALVE (RCV) PER
MANUFACTURERS
RECOMMENDATIONS. FIELD
VERIFY ACTUAL RCV LOCATION

| "N
CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION

POINT OF CONNECTION;
REFER TO NOTE 'A' BELOW RIGHT

sl
Fodiil

bt e LELIES

IRRIGATION PLAN

SCALE: 1/64" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED
OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM
THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT
WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE
OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT
LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM OF
FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING WORK. IF
ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND TO BE
DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE FIELD,
IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE OWNER'S
AUTHORIZED REPRESENTATIVE. CONTROLLER "C" SHALL BE A NEW 24 STATION
CONTROLLER INSTALLED IN A STAINLESS STEEL PEDESTAL ENCLOSURE. CONTRACTOR
SHALL ALSO REMOVE THE FOUR (4) EXISTING CONTROLLERS WITHIN THE BUILDING AND
REPLACE WITH NEW CONTROLLERS "D & E". CONTROLLERS "D & E" SHALL BE NEW 48
STATION CONTROLLERS INSTALLED IN A STAINLESS STEEL WALL MOUNTED
ENCLOSURES WITHIN BUILDING (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S
AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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FILE NAME:

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLERS 'A’' & 'B'
SHALL BE REPLACED WITH A NEW 48 STATION & A NEW 24 STATION CONTROLLER
INSTALLED IN STAINLESS STEEL PEDESTAL MOUNTED ENCLOSURES (SEE
LEGEND FOR MODEL #). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC
SHALL BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO
STARTING WORK.
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FILE NAME:

CONTROLLER 'A' LOCATION;
REFER TO NOTE 'B' BELOW RIGHT

sweeney + associates
I R R I GAT I O N N OT E S IRRIGATION DESIGN AND CONSULTING
Murrieta, California - Austin, Texas

Ft. Lauderdale, Florida

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

WIRE HYDROMETER TO NEAREST

EXISTING REMOTE CONTROL 9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND

VALVE (RCV) PER 1 RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

MANUFACTURERS MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

RECOMMENDATIONS. FIELD WITH MANUFACTURER SPECIFICATIONS.

VERIFY ACTUAL RCV LOCATION y

WITH OWNER'S AUTHORIZED

REPRESENTATIVE.

CONNECT TO EXISTING
MAINLINE AT THIS
APPROXIMATE LOCATION

POC LOCATION; NOTE A:
REFER TO NOTE 'A' BELOW RIGHT 1 POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

i CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS
FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN
THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION

IRRIGATION
PLAN

CONSULTANT. -
L
NOTE B: -
ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE —
OWNER'S AUTHORIZED REPRESENTATIVE. CONTRACTOR SHALL REPLACE —
EXISTING CONTROLLER 'A" WITH A NEW 48 STATION CONTROLLER INSTALLED IN HJJ
A STAINLESS STEEL PEDESTAL MOUNTED ENCLOSURE (SEE LEGEND FOR MODEL T
#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE (7p]
CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING
WORK.
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IRRIGATION NOTES

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY

CONTROLLER LOCATION; WITH MANUFACTURER SPECIFICATIONS.

REFER TO NOTE 'B' BELOW RIGHT

L= !_"H

POINT OF CONNECTION,;
REFER TO NOTE 'A' RIGHT

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM OF
FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE FIELD,
IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS STEEL
PEDESTAL MOUNT ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S
AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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IRRIGATION NOTES

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS
FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN
THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISINTG CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL MOUNTED ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL

—4 &

WIRE HYDROMETER TO NEAREST
EXISTING REMOTE CONTROL VALVE
(RCV) PER MANUFACTURERS
RECOMMENDATIONS. FIELD VERIFY
ACTUAL RCV LOCATION WITH
OWNER'S AUTHORIZED ' S ——

REPRESENTATIVE; | ES————— i o

LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

S ”II :‘r "iq."-
REFER TO LEGEND e —— :_..”'"’_Ef’—‘.'_:f;!,* VWV ¢
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IRRIGATION PLAN
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CONTRACTOR SHALL FIELD VERIFY ALL
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FILE NAME:

WIRE HYDROMETER TO NEAREST
EXISTING REMOTE CONTROL
VALVE (RCV) PER
MANUFACTURERS
RECOMMENDATIONS. FIELD
VERIFY ACTUAL RCV LOCATION
WITH OWNER'S AUTHORIZED
REPRESENTATIVE;

REFER TO LEGEND.

IRRIGATION NOTES

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 36 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR SIZE &
TYPE). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE
CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING

WORK.
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FILE NAME:

CONTROLLER 'B' LOCATION;
REFER TO NOTE 'B' BELOW

&7

CONNECT TO EXISTING
MAINLINE AT THIS
APPROXIMATE LOCATION

CONTROLLER 'A' LOCATION;
REFER TO NOTE 'B' AT RIGHT

POC LOCATION;
REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING
MAINLINE AT THIS
APPROXIMATE LOCATION

POC LOCATION; IRRIGATION PLAN

REFER TO NOTE 'A' ABOVE RIGHT

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
' e MEASUREMENTS AND EXISTING
, N CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED
OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM
THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON
THE PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST
THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE
OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER
OF THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING
THE CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT
LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETERS SHALL BE 2" IN SIZE AND BE INSTALLED
UPSTREAM OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR
TO STARTING WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE
DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION
GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND
IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER 'A’' & 'B' SHALL
BOTH BE REPLACED WITH NEW 24 STATION CONTROLLERS INSTALLED IN
STAINLESS STEEL PEDESTAL MOUNTED ENCLOSURES (SEE LEGEND FOR MODEL
#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE
CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING
WORK.

TORRANCE BLVD

sweeney + associates

IRRIGATION DESIGN AND CONSULTING
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IRRIGATION
PLAN
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FILE NAME:

WIRE HYDROMETER TO NEAREST
EXISTING REMOTE CONTROL
VALVE (RCV) PER
MANUFACTURERS
RECOMMENDATIONS. FIELD
VERIFY ACTUAL RCV LOCATION
WITH OWNER'S AUTHORIZED
REPRESENTATIVE;

REFER TO LEGEND.

CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION

POINT OF CONNECTION;
REFER TO NOTE 'A' BELOW RIGHT

e A
F =

PACIFIC COAST HWY

CONTROLLER "A" LOCATION,;

/  REFER TO NOTE 'B' BELOW RIGHT

h 7 =
= Reu_fa Parkio

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.
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CONTROLLER "B" LOCATION,;
REFER TO NOTE 'B' BELOW RIGHT

WIRE HYDROMETER TO NEAREST
EXISTING REMOTE CONTROL
VALVE (RCV) PER
MANUFACTURERS
RECOMMENDATIONS. FIELD
VERIFY ACTUAL RCV LOCATION
WITH OWNER'S AUTHORIZED
REPRESENTATIVE;

REFER TO LEGEND.

N - e
- POINT OF CONNECTION,;
REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

~ AT THIS APPROXIMATE LOCATION

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETERS SHALL BE 2" IN SIZE AND BE INSTALLED
UPSTREAM OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR
TO STARTING WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE
DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION
GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND
IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLERS "A" & "B"
SHALL BE REPLACED WITH NEW 24 STATION CONTROLLERS INSTALLED IN
STAINLESS STEEL WALL MOUNTED ENCLOSURES WITHIN BUILDING (SEE LEGEND
FOR MODEL #'s). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL
BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO
STARTING WORK.

CAMINO DEL CAMPO

PROJECT LOCATION

JAV 103dS0dd

VICINITY MAP

SCALE: N.T.S.
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FILE NAME:

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.
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NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH ANEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL MOUNT ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL
LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

POINT OF CONNECTION,;

REFER TO NOTE 'A' BELOW
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CONTROLLER "B" LOCATION,;
" REFER TO NOTE 'B' AT RIGHT

CarBarwOGd

Park
POINT OF CONNECTION;
REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION

START OF NEW 2-WIRE PATH AT
EXISTING REMOTE CONTROL

VALVE CURRENTLY CONNECTED
TO "C" CONTROLLER.

FIELD VERIFY ACTUAL RCV
LOCATION WITH OWNER'S
AUTHORIZED REPRESENTATIVE;
REFER TO LEGEND

EXISTING VALVES
CURRENLY CONNECTED TO
EXISTING SOLAR
CONTROLLER.

EXISTING VALVES
CURRENLY CONNECTED TO
EXISTING SOLAR
CONTROLLER.

REFER TO NOTE 'B' AT RIGHT
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EXISTING SOLAR CONTROLLER TO
BE REMOVED. THE FOUR (4)
EXISTING VALVES CONNECTED TO
THIS SOLAR CONTROLLER SHALL
a @ . BE WIRED TO NEW 2-WIRE PATH

v AS SHOWN ON THE PLAN. FIELD
VERIFY ACTUAL RCV LOCATIONS

WITH OWNER'S AUTHORIZED
CONTROLLER "C" LOCATION; REPRESENATATIVE.

SCALE: 1/32" =1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE
CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD
CONDITIONS SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR
ARCHITECTURAL PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO
PERFORM THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON
THE PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST
THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY
THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER
OF THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO
BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE
THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON
THE SLEEVING DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE
PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING
THE CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS
SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR
PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS
MADE TO COMPLY WITH MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING SOLAR CONTROLLER "A"
SHALL BE REMOVED. EXISTING CONTROLLER "B" SHALL BE REPLACED WITH NEW
24 STATION CONTROLLERS INSTALLED IN STAINLESS STEEL PEDESTAL
ENCLOSURES (SEE LEGEND FOR MODEL #'s). CONTROLLER "C" SHALL BE A 24
STATION CONTROLLER INSTALLED IN A STAINLESS STEEL WALL MOUNTED
ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF CONTROLLERS
AND ELECTRICAL POC's SHALL BE CONFIRMED WITH OWNER'S AUTHORIZED
REPRESENTATIVE PRIOR TO STARTING WORK.
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POINT OF CONNECTION;
REFER TO NOTE 'A' BELOW RIGHT

CONTROLLER "A" LOCATION,;
REFER TO NOTE 'B' BELOW

CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

C2E]  [MHV1

CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION

POINT OF CONNECTION;
REFER TO NOTE 'A' BELOW

CONTROLLER "B" LOCATION,;
REFER TO NOTE 'B' BELOW

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETERS SHALL BE 2" IN SIZE AND BE INSTALLED
UPSTREAM OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR
TO STARTING WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE
DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION
GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND
IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER "A" SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL
#). EXISTING CONTROLLER "B" SHALL BE REPLACED WITH A NEW 24 STATION
CONTROLLER INSTALLED IN A STAINLESS STEEL PEDESTAL ENCLOSURE. FINAL
LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING
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FILE NAME:

POINT OF CONNECTION;
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CONNECT TO EXISTING MAINLINE - __ ' \
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| CONTROLLER LOCATION;
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IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL
#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE
CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING

WORK.
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FILE NAME:

CONTROLLER LOCATION,;
REFER TO NOTE 'B' BELOW RIGHT

CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION

POINT OF CONNECTION,;

REFER TO NOTE 'A' BELOW RIGHT
.

IRRIGATION PLAN

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV.. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO
STARTING WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE
DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION
GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND
IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISITING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL ENCLOSURE WITHIN (SEE LEGEND FOR MODEL #). FINAL
LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING
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FILE NAME:

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF NOTE A:

THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE

REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING NOTE B:

WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN

BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO

BE INSTALLED WITHIN PLANTING AREAS.
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POINT OF CONNECTION; Sal Eu'.‘.-l-:li- -
REFER TO NOTE 'A' BELOW RIGHT o
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IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL ENCLOSURE WITHIN (SEE LEGEND FOR MODEL #). FINAL
LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

CONDITIONS PRIOR TO BIDDING

Ik

MANHATTAN PL
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ST ANDREWS PL

PROJECT LOCATION ':>:
E [\ g
190TH ST
sweeney + associates
VICINITY MAP IRRIGATION DESIGN AND CONSULTING

38730 Sky Canyon Drive, Suite C

Murrieta, Ca 92563

e: info@sweeneyassoc.com|t: (951) 461-6830
w: www.sweeneyassoc.com/|f: (951) 461-6850

SCALE: N.T.S. @

sweeney + associates

IRRIGATION DESIGN AND CONSULTING
Murrieta, California - Austin, Texas
Ft. Lauderdale, Florida

IRRIGATION
PLAN

struments of service, remain its property and are not to be copied, reproduced, disposed of, either directly or indirectly, used for another project or any purpose whatsoever without express and written permission of SWEENEY + ASSOCIATES

i
|
=
|_
|_
LLl
LLl
I
(dp)
-
<< , 33
¥ £5°
c
© N <
LLl £ O
— S ou
w— 00 O
>0 <
X =9
X °R%
= NO
= <E
=
- O
5 <T
LIJ J
=
(@]
'l
o
REVISIONS
DRAWN S+A ¢
APPROVED cc g
PLOT DATE 04-26-2013
JOB NO. COT-002
DATE 04-26-2013
SCALE SEE PLAN

IRRIGATION
PLAN

SWEENEY + ASSOCIATES drawings,

Xref \rrg-XTB-24x36 McMaster.dwg

SHEET 17 OF 38



\OCSERVER\DRAWINGS\CITY OF TORRANCE\PARK CONTROLLER RETRO AND AUDITS\LA PALOMA PARK\18-LA PALOMA IRRIGATION PLAN.DWG

FILE NAME:

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

POINT OF CONNECTION;
REFER TO NOTE 'A' BELOW RIGHT

& il

CONNECT TO EXISTING MAINLINE —=
AT THIS APPROXIMATE LOCATION

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S
AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.

I E\/ALYN AVE I

I K ATHRYN AVE

N SHARYNNE LN

[}
>
<
N
Z
<

231ST ST

ANZA AVE

MARJORIE AVE

LADEENE AVE

PROJECT
LOCATION

OCEAN AVE

+ HAWTHRONE BLVD

230TH ST

226TH ST

VICINITY MAP

SCALE: N.T.S.

CONTROLLER LOCATION,;
REFER TO NOTE 'B' BELOW RIGHT

IRRIGATION PLAN

SCALE: 3/32" =1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

sweeney + associates

IRRIGATION DESIGN AND CONSULTING

38730 Sky Canyon Drive, Suite C

Murrieta, Ca 92563

e: info@sweeneyassoc.com|t: (951) 461-6830
w: www.sweeneyassoc.com/|f: (951) 461-6850

sweeney + associates

IRRIGATION DESIGN AND CONSULTING
Murrieta, California - Austin, Texas
Ft. Lauderdale, Florida

IRRIGATION
PLAN
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sweeney + associates

IRRIGATION DESIGN AND CONSULTING
Murrieta, California - Austin, Texas
Ft. Lauderdale, Florida

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING
OR RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED
INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS
SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND
ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE OWNER'S
REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR
ARCHITECTURAL PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO
PERFORM THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS
FOR DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN
ON THE PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS
EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED.
ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE
OWNER'S REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION
CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES
DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY
AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE
DIAMETER OF THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER
PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM
DEPTH AS SHOWN ON THE SLEEVING DETAILS. SLEEVES TO EXTEND AT LEAST
12" PAST THE EDGE OF THE PAVING.

s
I . THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR
E t_!._ E GROUNDING THE CONTROLLER AND RELATED EQUIPMENT PER
S ol :u" - | MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS

N
B i-'!"-;..h

-

Park

MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND
NECESSARY ADJUSTMENTS MADE TO COMPLY WITH MANUFACTURER
SPECIFICATIONS.

A fa.Romeria

IRRIGATION
PLAN

| 4 2

SHEET TITLE:

POINT OF CONNECTION,;

REFER TO NOTE 'A' RIGHT NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION

UPSTREAM OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR
d TO STARTING WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE

DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION
GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND
IRRIGATION CONSULTANT.

| I OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 48 STATION CONTROLLER INSTALLED IN A STAINLESS

STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL

#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE

CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING

CONNECTION. HYDROMETERS SHALL BE 2" IN SIZE AND BE INSTALLED
[
CONTROLLER LOCATION,; . ! NOTE B:
REFER TO NOTE 'B' RIGHT - ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
WORK.

PROJECT
LOCATION

City of Torrance
19501 Inglewood Avenue
TORRANCE, CA 90503

LA ROMERIA PARK

PROJECT\CLIENT:

REVISIONS

/A

HAWTHORNE BLVD

DEELANE ST

struments of service, remain its property and are not to be copied, reproduced, disposed of, either directly or indirectly, used for another project or any purpose whatsoever without express and written permission of SWEENEY + ASSOCIATES

PRAIRIE AVE ==

DRAWN S+A 2

APPROVED cc g

DEL AMO BLVD

PLOT DATE 04-26-2013

VICINITY MAP | 2% o

SCALE: N.T.S. DATE 04-26-2013
SCALE SEE PLAN

IRRIGATION PLAN
SCALE: 3/32" = 10"

T EASUREMENTS AND EXISTING sweeney + associates | | IRRIGATION

CONDITIONS PRIOR TO BIDDING IRRIGATION DESIGN AND CONSULTING PLAN
38730 Sky Canyon Drive, Suite C

Murrieta, Ca 92563
e: info@sweeneyassoc.com|t: (951) 461-6830
w: www.sweeneyassoc.com/|f: (951) 461-6850

\OCSERVER\DRAWINGS\CITY OF TORRANCE\PARK CONTROLLER RETRO AND AUDITS\LA ROMERIA PARK\19-LA ROMERIA IRRIGATION PLAN.DWG

SWEENEY + ASSOCIATES drawings,

FILE NAME:

Xref \rrg-XTB-24x36 McMaster.dwg



POINT OF CONNECTION;
REFER TO NOTE 'A' AT RIGHT

CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION

e

\OCSERVER\DRAWINGS\CITY OF TORRANCE\PARK CONTROLLER RETRO AND AUDITS\LAGO SECO PARK\20&21-LAGO SECO IRRIGATION PLAN.DWG

FILE NAME:
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POINT OF CONNECTION;
REFER TO NOTE 'A"' AT RIGHT

CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION

CONTROLLER "A" LOCATION,;
REFER TO NOTE 'B' AT RIGHT

- 7

]

WIRE HYDROMETER TO
NEAREST EXISTING REMOTE
CONTROL VALVE (RCV) PER
MANUFACTURERS
RECOMMENDATIONS. FIELD
VERIFY ACTUAL RCV LOCATION
WITH OWNER'S AUTHORIZED
REPRESENTATIVE;

REFER TO LEGEND

v

.
ol ' £ 7 ’

WIRE HYDROMETER TO - : ' ' i
'

-,

NEAREST EXISTING REMOTE
CONTROL VALVE (RCV) PER

- RECOMMENDATIONS. FIELD

VERIFY ACTUAL RCV LOCATION
WITH OWNER'S AUTHORIZED

REPRESENTATIVE;
REFER TO LEGEND

!

MATCHLINE SEE SHEET 21

IRRIGATION PLAN

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED
OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM
THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT
WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE
OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT
LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETERS SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM OF
FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING WORK. IF
ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND TO BE
DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE FIELD,
IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE OWNER'S
AUTHORIZED REPRESENTATIVE.

-CONTRACTOR SHALL REMOVE THE ONE (1) EXISTING CONTROLLER WITHIN THE
BUILDING AND REPLACE WITH NEW CONTROLLER "A". CONTROLLER "A" SHALL BE A 48
STATION CONTROLLER INSTALLED IN STAINLESS STEEL WALL MOUNTED ENCLOSURE
WITHIN BUILDING (SEE LEGEND FOR MODEL #).

FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

PROJECT
LOCATION
238TH ST
238TH ST
VICINITY MAP
SCALE: N.T.S.

sweeney + associates

IRRIGATION DESIGN AND CONSULTING

38730 Sky Canyon Drive, Suite C

Murrieta, Ca 92563

e: info@sweeneyassoc.com|t: (951) 461-6830
w: www.sweeneyassoc.com/|f: (951) 461-6850

sweeney + associates

IRRIGATION DESIGN AND CONSULTING
Murrieta, California - Austin, Texas
Ft. Lauderdale, Florida

IRRIGATION
PLAN
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POINT OF CONNECTION;
REFER TO NOTE 'A' BELOW RIGHT

CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION

\OCSERVER\DRAWINGS\CITY OF TORRANCE\PARK CONTROLLER RETRO AND AUDITS\LAGO SECO PARK\20&21-LAGO SECO IRRIGATION PLAN.DWG

FILE NAME:
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WIRE HYDROMETER TO NEAREST
EXISTING REMOTE CONTROL
' VALVE (RCV) PER
- MANUFACTURERS
RECOMMENDATIONS. FIELD
VERIFY ACTUAL RCV LOCATION
J WITH OWNER'S AUTHORIZED
REPRESENTATIVE;
REFER TO LEGEND

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED
OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM
THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT
WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE
OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT
LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETERS SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM OF
FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING WORK. IF
ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND TO BE
DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE FIELD,
IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE OWNER'S
AUTHORIZED REPRESENTATIVE.

-CONTRACTOR SHALL REMOVE THE ONE (1) EXISTING CONTROLLER AND REPLACE
WITHIN THE BUILDING AND REPLACE WITH NEW CONTROLLER "B". CONTROLLER "B"
SHALL BE A 48 STATION CONTROLLER INSTALLED IN STAINLESS STEEL PEDESTAL
ENCLOSURE (SEE LEGEND FOR MODEL #).

FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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FILE NAME:

WIRE HYDROMETER TO NEAREST
EXISTING REMOTE CONTROL
VALVE (RCV) PER
MANUFACTURERS
RECOMMENDATIONS. FIELD
VERIFY ACTUAL RCV LOCATION
WITH OWNER'S AUTHORIZED
REPRESENTATIVE;

REFER TO LEGEND

CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION

&y Tﬁ.'il

POINT OF CONNECTION,;
REFER TO NOTE 'A' RIGHT

CONTROLLER LOCATION,;
REFER TO NOTE 'B' RIGHT

> 3

L |
o

ROLLING HILLS ROAD

¥

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED
OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM
THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT
WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE
OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT
LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S
AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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FILE NAME:

IRRIGATION NOTES

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A ’
LU S Arb 0 I E S- P E rk ﬁ " PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED OUT BY THE sweeney + associates
! _ﬂ"_- ] i .

IRRIGATION DESIGN AND CONSULTING
CONTRACTOR. Murrieta, California - Austin, Texas

Ft. Lauderdale, Florida

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES
AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES
AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE ONLY. ANY DISCREPANCIES
BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE
OWNER'S REPRESENTATIVE.

[ ]

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS
BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE
WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN
CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE
NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH CONDITIONS SHALL
BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE PRIOR TO ANY WORK
OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR
SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND STATE
REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE
PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN
A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH. ALL SLEEVES TO
BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING DETAILS. SLEEVES TO
EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY
AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEAST ONCE
ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH MANUFACTURER
SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF

IRRIGATION
PLAN
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CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE
A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED OUT BY
THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE
WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN
CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE
NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH CONDITIONS SHALL
BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE PRIOR TO ANY
WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY
FIELD CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR
SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND STATE
REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEAST
ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. CONTRACTOR SHALL REMOVE THE
TWO EXISTING CONTROLLERS WITHIN THE BUILDING AND REPLACE WITH ONE
NEW CONTROLLER "A". CONTROLLER "A" SHALL BE A 48 STATION CONTROLLER
INSTALLED IN STAINLESS STEEL WALL MOUNTED ENCLOSURE (SEE LEGEND FOR
MODEL #). CONTRACTOR SHALL REMOVE THE EXISTING WALL MOUNTED
CONTROLLER AND REPLACE WITH NEW CONTROLLER "B". CONTROLLER "B"
SHALL BE A 24 STATION CONTROLLER INSTALLED IN STAINLESS STEEL WALL
MOUNTED ENCLOSURE (SEE LEGEND FOR MODEL #). CONTRACTOR SHALL
REMOVE THE EXISTING CONTROLLER INSTALLED WITHIN A STAINLESS STEEL
PEDESTAL ENCLOSURE AND REPLACE WITH NEW CONTROLLER "C". NEW
CONTROLLER "C" SHALL BE A 24 STATION CONTROLLER INSTALLED IN STAINLESS
STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S
AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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FILE NAME:

CONTROLLER LOCATION,;
REFER TO NOTE 'B' BELOW RIGHT
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POINT OF CONNECTION,;
REFER TO NOTE 'A" AT RIGHT
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AT THIS APPROXIMATE LOCATION |
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IRRIGATION PLAN

SCALE: 1/16" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING
OR RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED
INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS
SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND
ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE OWNER'S
REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR
ARCHITECTURAL PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO
PERFORM THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS
FOR DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN
ON THE PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS
EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED.
ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE
OWNER'S REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION
CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES
DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY
AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE
DIAMETER OF THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER
PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM
DEPTH AS SHOWN ON THE SLEEVING DETAILS. SLEEVES TO EXTEND AT LEAST
12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR
GROUNDING THE CONTROLLER AND RELATED EQUIPMENT PER
MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND
NECESSARY ADJUSTMENTS MADE TO COMPLY WITH MANUFACTURER
SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S
AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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REFER TO NOTE 'B' AT RIGHT
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SCALE: 1/16" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

i

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE
CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL
FIELD CONDITIONS SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR
ARCHITECTURAL PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO
PERFORM THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON
THE PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST
THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY
THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE
DIAMETER OF THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED
AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL
WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS
SHOWN ON THE SLEEVING DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE
EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING
THE CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS
SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR
PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS
MADE TO COMPLY WITH MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S
AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
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ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

THE EXISTING CONTROLLER SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL
#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE
CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING
WORK.
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THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION CONDITIONS PRIOR TO BIDDING S) al DG:J
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR. CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM =
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING O
THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND L
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THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING NOTE B: 175TH P
WORK. ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE L REVISIONS
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE = 76TH ST /A
THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS é m
BEFORE BEGINNING WORK. STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF a1 77TH ST
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S o —"r
THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK. 2 é
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PLOT DATE 04-26-2013

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.
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AT THIS APPROXIMATE LOCATION

IRRIGATION PLAN

SCALE: 1/8" =1"-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED
OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM
THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT
WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE
OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT
LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

EXISTING CONTROLLER SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL WALL MOUNTED ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL
LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH
OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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IRRIGATION PLAN

SCALE: 1/8"=1"-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE
A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED OUT BY
THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE
WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN
CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE
NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH CONDITIONS
SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE PRIOR TO
ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR
ANY FIELD CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEAST
ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

EXISTING CONTROLLER SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL WALL MOUNTED ENCLOSURE ON EXTERIOR OF BUILDING (SEE LEGEND
FOR MODEL #). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL
BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO
STARTING WORK.
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FILE NAME:

POINT OF CONNECTION,;
REFER TO NOTE 'A' BELOW N

CONNECT TO EXISTING MAINLINE (:\ i
AT THIS APPROXIMATE LOCATION ﬂ\ e~

O TO0E

CONTROLLER LOCATION;
REFER TO NOTE 'B' BELOW

PALOS VERDES BLVD

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR
PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

EXISTING CONTROLLER SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S
AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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FILE NAME:

IRRIGATION NOTES

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR sweeney + associates
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND IRRIGATION DESION AND CONSULTING
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED et Laudordale, Florida -

OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM
THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT
WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE
OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT
LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

CONTROLLER SHALL BE A 24 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S

IRRIGATION
PLAN
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FILE NAME:

POINT OF CONNECTION,;
REFER TO NOTE 'A' RIGHT

iF
CONNECT TO EXISTING MAINLINE
AT THIS APPROXIMATE LOCATION
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CONTROLLER LOCATION,;
REFER TO NOTE 'B' RIGHT

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A
PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED OUT BY THE
CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES
AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES
AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE ONLY. ANY DISCREPANCIES
BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE REPORTED TO THE
OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS
BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE
WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN
CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE
NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH CONDITIONS SHALL BE
BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE PRIOR TO ANY WORK OR
THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR
SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS
FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE
PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN
A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE
INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING DETAILS. SLEEVES TO
EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY
AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEAST ONCE
ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH MANUFACTURER
SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

EXISTING CONTROLLER SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 48 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL PEDESTAL ENCLOSURE (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S
AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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FILE NAME:

IRRIGATION NOTES

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR RELATING TO ANY PORTION OF .
THIS WORK ARE HEREBY INCORPORATED INTO AND MADE A PART OF THESE SPECIFICATIONS AND THEIR sweeney + associates

PROVISIONS SHALL BE CARRIED OUT BY THE CONTRACTOR. Murrieta, California - Austin, Texas

Ft. Lauderdale, Florida

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES, STRUCTURES AND SERVICES BEFORE
COMMENCING WORK. THE LOCATIONS OF UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE
APPROXIMATE ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE
REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL PLANS BEFORE BEGINNING
WORK.
- POINT OF CONNECTION; 4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE WORK INDICATED HEREIN
REFER TO NOTE 'A' BELOW RIGHT BEFORE BEGINNING WORK.
CONNECT TO EXISTING MAINLINE 5. THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR DESIGN CLARITY ONLY AND IS TO
AT THIS APPROXIMATE LOCATION BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE PLANS WHEN IT IS OBVIOUS
IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT WERE NOT EVIDENT AT THE TIME THESE PLANS WERE
PREPARED. ANY SUCH CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY FOR ANY FIELD
CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. CONTRACTOR SHALL BE RESPONSIBLE
TO COMPLY WITH LOCAL CITY, COUNTY AND STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF THE PIPE CARRIED. SEE
LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO
EASILY PULL WIRE THROUGH. ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER AND
RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. SWEENEY AND ASSOCIATES RECOMMENDS
MEASURING FOR PROPER GROUND AT LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY
WITH MANUFACTURER SPECIFICATIONS.

CONTROLLER LOCATION,;
REFER TO NOTE 'B' RIGHT

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER SHALL BE
REPLACED WITH A NEW 48 STATION CONTROLLER INSTALLED IN A STAINLESS
STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL
#). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC SHALL BE
CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTING
WORK.
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FILE NAME:

IRRIGATION NOTES sweeney + associates

IRRIGATION DESIGN AND CONSULTING
Murrieta, California - Austin, Texas

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR o Ldortole, Florida
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED
OUT BY THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM
THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT
WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE
OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING
THE CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT
LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 3" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLER "A" SHALL BE
REPLACED WITH A NEW 48 STATION CONTROLLER INSTALLED IN A STAINLESS

IRRIGATION
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STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL -
#). EXISTING CONTROLLER "B" SHALL BE REPLACED WITH A NEW 24 STATION E
CONTROLLER INSTALLED IN A STAINLESS STEEL PEDESTAL ENCLOSURE (SEE =
LEGEND FOR MODEL #). FINAL LOCATION OF CONTROLLER AND ELECTRICAL POC Ll
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STARTING WORK. &
XY w
< =
-
o
W o
Q D— 8 S o
- W 5=
: O 59
= o P
< PROJECT — £« S
o LOCATION w =
= > <€ 222
7 > ¥ Svc
WIRE HYDROMETER TO NEAREST 2 I/ > O
EXISTING REMOTE CONTROL o > o =Y - =
< L = (@)
VALVE (RCV) PER w tH = S
MANUFACTURERS o % = O N
RECOMMENDATIONS. FIELD < '-';J o
VERIFY ACTUAL RCV LOCATION n & =
WITH OWNER'S AUTHORIZED <>E\ O ©
REPRESENTATIVE; P 5,0(5 L
REFER TO LEGEND > L '/50 g:)
< A4
> % a
CONNECT TO EXISTING MAINLINE >
0
AT THIS APPROXIMATE LOCATION 9 I
POINT OF CONNECTION; = /A
REFER TO NOTE 'A' ABOVE RIGHT o
IRRIGATION PLAN VICINITY MAP
SCALE: 1/32" = 10" S
CONTRACTOR SHALL FIELD VERIFY ALL
MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING DRAVN o @
APPROVED ccg
PLOT DATE 04-26-2013
JOB NO. COT-002
DATE 04-26-2013
SCALE SEE PLAN

sweeney + associates | | IRRIGATION

IRRIGATION DESIGN AND CONSULTING PLAN
38730 Sky Canyon Drive, Suite C

Murrieta, Ca 92563
e: info@sweeneyassoc.com|t: (951) 461-6830
w: www.sweeneyassoc.com/|f: (951) 461-6850

SWEENEY + ASSOCIATES drawings,

SHEET 35 OF 38




\OCSERVER\DRAWINGS\CITY OF TORRANCE\PARK CONTROLLER RETRO AND AUDITS\VICTOR PARK\VICTOR PARK IRRIGATION PLAN.DWG

FILE NAME:

CONTROLLER "C" LOCATION;
REFER TO NOTE 'B' AT RIGHT

CONTROLLER "B" LOCATION,;

| il
| ’l REFER TO NOTE 'B' AT RIGHT
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|
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- CONNECT TO EXISTING MAINLINE

AT THIS APPROXIMATE LOCATION
;. o B e e
POINT OF CONNECTION;

REFER TO NOTE 'A" AT RIGHT §
11. - = P

CONTROLLER "A" LOCATION,;
REFER TO NOTE 'B' AT RIGHT

#]

IRRIGATION PLAN

SCALE: 1/32" = 1'-0"

CONTRACTOR SHALL FIELD VERIFY ALL

MEASUREMENTS AND EXISTING
CONDITIONS PRIOR TO BIDDING

IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED
OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM
THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT
WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL
ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE
OWNER.

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT
LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETER SHALL BE 2" IN SIZE AND BE INSTALLED UPSTREAM
OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING
WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE DRAWING IS FOUND
TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION GATHERED IN THE
FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND IRRIGATION
CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLERS "A" & "C"
SHALL BE REPLACED WITH NEW 24 STATION CONTROLLERS INSTALLED IN
STAINLESS STEEL PEDESTAL ENCLOSURES (SEE LEGEND FOR MODEL #).
EXISTING CONTROLLER "B" SHALL BE REPLACED WITH A NEW 24 STATION
CONTROLLER INSTALLED IN A STAINLESS STEEL WALL MOUNTED ENCLOSURE
WITHIN BUILDING (SEE LEGEND FOR MODEL #). FINAL LOCATION OF
CONTROLLER AND ELECTRICAL POC SHALL BE CONFIRMED WITH OWNER'S
AUTHORIZED REPRESENTATIVE PRIOR TO STARTING WORK.
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FILE NAME:

CONTROLLER "A" LOCATION,;
REFER TO NOTE 'B' AT RIGHT

T

r POINT OF CONNECTION
REFER TO NOTE 'A' AT RIGHT

IRRIGATION NOTES

1. ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND MADE
A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED OUT BY
THE CONTRACTOR.

2. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,
STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF
UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE
ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

4. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM THE
WORK INDICATED HEREIN BEFORE BEGINNING WORK.

5. THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS.

6. THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT
WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH
CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL ASSUME ALL
RESPONSIBILITY FOR ANY FIELD CHANGES DEEMED NECESSARY BY THE OWNER.

7. INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS.
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION.

8. ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH.
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING.

9. THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS.
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEAST
ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

NOTE A:

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION
CONNECTION. HYDROMETERS SHALL BE 2" IN SIZE AND BE INSTALLED
UPSTREAM OF FIRST RCV. VERIFY THE ACTUAL LOCATION IN THE FIELD PRIOR
TO STARTING WORK. IF ANY OF THE POC INFORMATION SHOWN ON THESE
DRAWING IS FOUND TO BE DIFFERENT THAN THE ACTUAL POC INFORMATION
GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT AND
IRRIGATION CONSULTANT.

NOTE B:

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE
OWNER'S AUTHORIZED REPRESENTATIVE. EXISTING CONTROLLERS "A" & "B"
SHALL BE REPLACED WITH NEW 24 STATION CONTROLLERS INSTALLED IN
STAINLESS STEEL WALL MOUNTED ENCLOSURES WITHIN BUILDINGS (SEE
LEGEND FOR MODEL #). FINAL LOCATION OF CONTROLLER AND ELECTRICAL
POC SHALL BE CONFIRMED WITH OWNER'S AUTHORIZED REPRESENTATIVE
PRIOR TO STARTING WORK.
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IRRIGATION NOTES

ALL LOCAL MUNICIPAL AND STATE LAWS, RULES AND REGULATIONS GOVERNING OR NOTE A: \
RELATING TO ANY PORTION OF THIS WORK ARE HEREBY INCORPORATED INTO AND
MADE A PART OF THESE SPECIFICATIONS AND THEIR PROVISIONS SHALL BE CARRIED
OUT BY THE CONTRACTOR.

THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING UTILITIES,

STRUCTURES AND SERVICES BEFORE COMMENCING WORK. THE LOCATIONS OF

UTILITIES, STRUCTURES AND SERVICES SHOWN IN THESE PLANS ARE APPROXIMATE 'ye

ONLY. ANY DISCREPANCIES BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS NOTE B: — '70
A== JEFFERSON ST

SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBTAIN THE PERTINENT ENGINEERING OR ARCHITECTURAL
PLANS BEFORE BEGINNING WORK.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO PERFORM
THE WORK INDICATED HEREIN BEFORE BEGINNING WORK.

THIS DESIGN IS DIAGRAMMATIC. ALL EQUIPMENT SHOWN IN PAVED AREAS IS FOR
DESIGN CLARITY ONLY AND IS TO BE INSTALLED WITHIN PLANTING AREAS. CONTROLLER "B™:

THE CONTRACTOR SHALL NOT WILLFULLY INSTALL ANY EQUIPMENT AS SHOWN ON THE
PLANS WHEN IT IS OBVIOUS IN THE FIELD THAT UNKNOWN CONDITIONS EXIST THAT

CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S

WERE NOT EVIDENT AT THE TIME THESE PLANS WERE PREPARED. ANY SUCH LEGEND FOR MODEL #).
REPRESENTATIVE PRIOR TO ANY WORK OR THE IRRIGATION CONTRACTOR SHALL CONTROLLER "C™:
-REMOVE THE ONE (1) EXISTING CONTROLLER INSTALLED WITHIN A STAINLESS STEEL

ASSUME ALL RESPONSIBILITY FOR ANY FIELD CHANGES DEEM CESSARY BY THE

INSTALL ALL EQUIPMENT AS SHOWN IN THE DETAILS AND SPECIFICATIONS. ENCLOSURE (SEE LEGEND FOR MODEL #).
CONTRACTOR SHALL BE RESPONSIBLE TO COMPLY WITH LOCAL CITY, COUNTY AND
STATE REQUIREMENTS FOR BOTH EQUIPMENT AND INSTALLATION. CONTROLLER "D":

ALL PIPE UNDER PAVED AREAS TO BE INSTALLED IN SLEEVING TWICE THE DIAMETER OF
THE PIPE CARRIED. SEE LEGEND FOR TYPE. ALL WIRE UNDER PAVED AREAS TO BE

[ e _ P — g —
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POINT OF CONNECTION,;
REFER TO NOTE 'A' BELOW

CONTROLLER "B" LOCATION,;
REFER TO NOTE 'B' BELOW

POINT OF CONNECTION SHALL BE DOWN STREAM OF EXISTING IRRIGATION CARSON ST
CONNECTION. MASTER VALVE SHALL BE INSTALLED UPSTREAM OF FIRST RCV. VERIFY
THE ACTUAL LOCATION IN THE FIELD PRIOR TO STARTING WORK. IF ANY OF THE POC
INFORMATION SHOWN ON THESE DRAWING IS FOUND TO BE DIFFERENT THAN THE
ACTUAL POC INFORMATION GATHERED IN THE FIELD, IMMEDIATELY NOTIFY THE
LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT. /0(

ALL EXISTING CONTROLLERS SHALL BE REMOVED AND TURNED OVER TO THE OWNER'S
AUTHORIZED REPRESENTATIVE.

CONTROLLER "A™

-CONTRACTOR SHALL REMOVE THE TWO (2) EXISTING CONTROLLERS WITHIN THE
BUILDING AND REPLACE WITH A SINGLE NEW CONTROLLER "A". CONTROLLER "A" SHALL
BE 48 STATION CONTROLLER INSTALLED IN STAINLESS STEEL WALL MOUNTED
ENCLOSURE WITHIN BUILDING (SEE LEGEND FOR MODEL #).

5
ARLINGTON AVE

CRENSHAW BLV

/ OL
// HING ko DA

Epyy
PEDESTAL ENCLOSURE AND REPLACE WITH CONTROLLER "C". CONTROLLER "C" SHALL LVEDA BL
BE A 24 STATION CONTROLLER INSTALLED WITHIN A STAINLESS STEEL PEDESTAL VD

-REMOVE THE ONE (1) EXISTING CONTROLLER WITHIN THE BUILDING AND REPLACE
WITH CONTROLLER "B". CONTROLLER "B" SHALL BE A NEW 24 STATION CONTROLLER
INSTALLED IN A STAINLESS STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE

227TH ST

-REMOVE THE ONE (1) EXISTING CONTROLLER WITHIN THE BUILDING AND REPLACE
WITH CONTROLLER "D". CONTROLLER "D" SHALL BE A NEW 24 STATION CONTROLLER

INSTALLED IN A STAINLESS STEEL WALL MOUNTED ENCLOSURE WITHIN BUILDING (SEE VICINITY MAP
INSTALLED IN A SCH. 40 SLEEVE THE SIZE REQUIRED TO EASILY PULL WIRE THROUGH. L D FOR MODEL #).
ALL SLEEVES TO BE INSTALLED WITH A MINIMUM DEPTH AS SHOWN ON THE SLEEVING SCALE:N.T.S.
DETAILS. SLEEVES TO EXTEND AT LEAST 12" PAST THE EDGE OF THE PAVING. CONTROLLER "E™

-REMOVE THE ONE (1) ING WALL MOUNTED CONTROLLER AND REPLACE WITH

THE CONTRACTOR SHALL USE PROPER GROUNDING TECHNIQUES FOR GROUNDING THE CONTROLLER "E". CONTROLLERE" SHALL BE A NEW 24 STATION CONTROLLER
CONTROLLER AND RELATED EQUIPMENT PER MANUFACTURERS SPECIFICATIONS. INSTALLED IN A STAINLESS STEEL WATEMOUNTED ENCLOSURE WITHIN BUILDING (SEE
SWEENEY AND ASSOCIATES RECOMMENDS MEASURING FOR PROPER GROUND AT LEGEND FOR MODEL #).

LEAST ONCE ANNUALLY, AND NECESSARY ADJUSTMENTS MADE TO COMPLY WITH
MANUFACTURER SPECIFICATIONS.

FINAL LOCATION OF CONTROLLER(s) AND ELECTRICAL PO HALL BE CONFIRMED
WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO STARTI

CONTROLLERS "D" LOCATION;
REFER TO NOTE 'B' BELOW

b - e L
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IRRIGATION PLAN

SCALE: 1/64" = 10"
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